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[bookmark: _Toc112001445]7.4 IEs
[bookmark: _Toc112001446]7.4.4 Nested IE 
Insert the new text at the end of 7.4.4.55 as follows
[bookmark: _Toc112001449]7.4.4.X Scheduling IE
	Bits: 0–3
	4–6
	7
	8
	9–15
	Octets: variable

	Scheduling List Length
	Scheduling List Type
	Address Size
	Receiver Address Present
	Reserved
	Scheduling List


The Scheduling IE is used by the controller to schedule slots to be used by intended device. The Content field of the Scheduling IE shall be formatted as shown in Figure 7-X.
	Bits: 0–3
	4
	
	
	5–7
	Octets: variable

	Scheduling List Length
	Scheduling List Type
	
	
	Reserved
	Scheduling List


Figure 7-X – Scheduling IE Content field format

The Scheduling List Length field indicates the number of elements in the Scheduling List field, each of which is formatted as per Figure 7-XX or Figure 7-XXX depending on the value of the Scheduling List Type field. 
The Scheduling List Type field specifies how each element of the Scheduling List field is formatted. The Scheduling List Type field shall have one of the values specified in Table 7-Y. 
Table 7-Y – Values of the Scheduling List Type field in the Scheduling IE
	Scheduling List Type field value
	The type of Scheduling List field

	0
	Per-slot scheduling

	1
	Consecutive slot scheduling

	2
	Bitmap-based scheduling

	3
	Periodic scheduling

	4
	Multiple transmission scheduling

	5–7
	Reserved


When the per-slot scheduling is used, each Scheduling List element schedules one slot to a device.
When the consecutive slot scheduling is used, each Scheduling List element schedules one slot to a device. Since there is no Slot Index field in the Scheduling List element, slots are scheduled in a sequential order. For example, the slot following the slot in which the Control Message is sent shall be scheduled for the device specified in the first Scheduling List element. There shall be no empty slot between scheduled slots.
When the bitmap-based scheduling is used, multiple slots may be scheduled to a device by using one Scheduling List element. A bitmap in each Scheduling List element represents the pattern of scheduled slots to a single device.
When the periodic scheduling is used, multiple slots may be scheduled to a device by using one Scheduling List element. A pattern of scheduled slots shall be represented by the size of scheduling step and the number of scheduling repetitions.
When the multiple transmission scheduling is used, multiple slots may be scheduled to a device by using one Scheduling List element. At a slot, devices shall transmit RSF (defined in x.x.x) according to the Scheduling List element, and the composition of RSF is determined by the Scheduling List element. 
The Address Size field specifies the size of the Sender Address field and the Receiver Address field. If the Address Size field is zero, short address shall be used for the Sender Address field and the Receiver Address field. If the Address Size field is one, extended address shall be used for the Sender Address field and the Receiver Address field.
The Receiver Address Present field when one indicates the presence of the Receiver Address field, or not present when zero.

The format of the Scheduling List field depends on the value of the Scheduling List Type field.
When the Scheduling List Type field is set to 0, Scheduling List elements shall be formatted as per Figure 7-Y.
	Octets: 1
	2/8

	Slot Index
	Sender Address


Figure 7-Y – Scheduling List element format when Scheduling List Type is 0
The Slot Index field is used to assign a slot index to the device identified by the Sender Address field.
The Sender Address field identifies each participating device.
When the Scheduling List Type field is set to 1, Scheduling List elements shall be formatted as per Figure 7-YY.
	Octets: 2/8

	Sender Address


Figure 7-YY – Scheduling List element format when Scheduling List Type is 1
The Sender Address field identifies each participating device.

When the Scheduling List Type field is set to 02, Scheduling List elements shall be formatted as per Figure 7-XX. When the Scheduling List Type field is set to 1, Scheduling List elements shall be formatted as per Figure 7-XXX.

	Bits: 0–1
	52
	63–7
	Octets: Variable
	2/8
	0/2/8
	0/1

	Scheduling Bitmap Length
	Bitmap Offset Present
	Reserved
	Scheduling Bitmap
	Sender Address
	Receiver Address
	Bitmap Offset


Figure 7-XX – Scheduling List element format when Scheduling List Type is 02

The Scheduling Bitmap Length field specifies the size of the Bitmap field. The Scheduling Bitmap Length field shall have one of the values specified in Table 7-X.
Table 7-X – Values of the Scheduling Bitmap Length field in the Scheduling IE
	Scheduling Bitmap Length field value
	The size of Scheduling Bitmap field

	0
	8 bits bitmap

	1
	16 bits bitmap

	2
	32 bits bitmap

	3
	64 bits bitmap



The Sender Address Size field specifies the size of the Sender Address field. If the Sender Address Size field is zero, short address shall be used for Sender Address field. If the Sender Address Size field is one, extended address shall be used for Sender Address field.
The Receiver Address Present field when one indicates the presence of the Receiver Address field, or not present when zero.
The Receiver Address Size field specifies the size of the Receiver Address field. If the Receiver Address Size field is zero, short address shall be used for Receiver Address field. If the Receiver Address Size field is one, extended address shall be used for Receiver Address field. When the Receiver Address Present field is set to zero, the Receiver Address Size field shall be ignored.
The Bitmap Offset Present field when one indicates the presence of the Bitmap Offset field, or not present when zero.
The Scheduling Bitmap field contains a binary bitmap string. Each bit maps to the slots following the slot in which the Scheduling IE is transmitted. For example, if the Scheduling IE is sent in the slot whose index is 0 and the Bitmap Offset Present field is set to 0, the first bit corresponds to the slot whose index is 1. The bit is set to 1 to indicate that the corresponding slot is scheduled, otherwise the bit is set to zero to indicate that the corresponding slot is not scheduled. The first bit in time sent in the field refers to the first time slot and the subsequent bits refer chronologically to the subsequent time slots. When the number of bits sent in the Scheduling Bitmap field is greater than the number of remained slots, the last excess bits sent shall be ignored.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]The Sender Address field identifies which device can send frames in scheduled slots.
The Receiver Address field, if present, indicates the device to which frames will be sent in scheduled slots.
The Bitmap Offset field specifies the number of slots between the slot on which the Scheduling IE is sent and the first slot to be scheduled. The first slot to be scheduled corresponds to the first bit in the bitmap. For example, if the Scheduling IE is sent in the slot whose index is 0 and the Bitmap Offset field is set to 5, the first bit corresponds to the slot whose index is 6.

When the Scheduling List Type field is set to 3, Scheduling List elements shall be formatted as per Figure 7-XXX.

	Bits: 0–6
	107–1310
	1411–1815
	Octets: 2/8
	0/2/8

	Starting Slot Index
	Scheduling Step
	Scheduling Repetition
	Sender Address
	Receiver Address


Figure 7-XXX – Scheduling List element format when Scheduling List Type is 13
The Starting Slot Index field indicates the first slot of the periodic scheduling pattern.
The Sender Address Size field specifies the size of the Sender Address field. If the Sender Address Size field is zero, short address shall be used for Sender Address field. If the Sender Address Size field is one, extended address shall be used for Sender Address field.
The Receiver Address Present field when one indicates the presence of the Receiver Address field, or not present when zero.
The Receiver Address Size field specifies the size of the Receiver Address field. If the Receiver Address Size field is zero, short address shall be used for Receiver Address field. If the Receiver Address Size field is one, extended address shall be used for Receiver Address field. When the Receiver Address Present field is set to zero, the Receiver Address Size field shall be ignored.
The Scheduling Step field specifies the number of slots in the gap between scheduled slots. 
The Scheduling Repetition field specifies the number of scheduled slots within the periodic scheduling pattern.

The Sender Address field identifies which device can send frames in scheduled slots.
The Receiver Address field, if present, indicates the device to which frames will be sent in scheduled slots.

When the Scheduling List Type field is set to 4, Scheduling List elements shall be formatted as per Figure 7-YYY.

	Bits: 0–6
	7–10
	11–15
	Octets: 2/8
	0/2/8
	1
	1
	1

	Starting Slot Index
	Scheduling Step
	Scheduling Repetition
	Sender Address
	Receiver Address
	Sequence Index
	Number of Gaps
	Sequence Repetition


Figure 7-YYY – Scheduling List element format when Scheduling List Type is 4
The Starting Slot Index field marks the first transmission slot after trigger step of multiple RSF transmission in the recurring periodic transmission pattern in unit of slots.
The Scheduling Step field specifies the number of slots in the gap between scheduled slots. 
The Scheduling Repetition field specifies the number of scheduled slots within the periodic scheduling pattern.	Comment by Kangjin Yoon r1: To Taeyoung, we also have Scheduling Step and Scheduling Repetition fields in elements for the periodic scheduling. Do you think we can use the same definition for these fields?	Comment by 하태영/서비스표준Lab(SR)/삼성전자: Sure, I revised them according to your comments.


The Sender Address field identifies which device can send frames in scheduled slots.
The Receiver Address field, if present, indicates the device to which frames will be sent in scheduled slots.
The Sequence Index field indicates the code index of MMRS that allocated to the device in this Scheduling List element relate to.
If sequence index field indicates the code indices of MMRS based on the length-128 complementary set, Number of Gaps field shall be used to specify the length of zero between two parts of the length-128 complementary set. The value of this field shall be between 0 and 64. 
The Sequence Repetition field indicates the number of MMRS repetitions in RSF (i.e., N_MSR), and the value of this field shall be between 32 and 256.

If RDM IE defined in 7.4.4.44 and the scheduling IE defined in 7.4.4.x exist in the same control message, then each ERDEV(s) in enhanced HPRF mode shall only be scheduled by the scheduling IE defined in 7.4.4.x.	Comment by Wukuan(WT Lab): ‘ERDEV(s) in enhanced HPRF mode’ referring to 802.15.4ab-compliant ERDEV(s).
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