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Comment Index #115 in 15-23-0475-28-04ab-cc-consolidated-comments
	Name
	Sub-Clause
	Page.Line
	Comment
	Proposed Change

	Youngwan So
	10.35.9.3.10
	53.6
	Seems no definition or descriptions about fieds
	Please add definition and description



Discussion：
[image: ]
Agree with the comment that definition of the sub-fields should be added.
Disposition: Revised
Disposition Detail:
Proposed text changes on P802.15.4ab™/D (pre-ballot) B:
[bookmark: _Hlk149830240]10.35.9.3.10 The Request Bitmap field
Change the subfield as follows (Track changes ON)
This is a one-octet field formatted as shown in Figure 40.
[image: ]	Comment by Author: This figure is taken from 23/527
Figure 40—The Request Bitmap field
The Request Bitmap field indicates the field(s) that the initiator requests the responder to include in the applicable response message (RESP, RESP (One-to-many), REPORT (Responder) or REPORT (from responder in one-to-many ranging)).
The NB Channel Map requested bit when set to 1 indicates that the NB Channel Map field is requested to be included in the response message.
The NB PHY Config requested bit when set to 1 indicates that the NB PHY Config field is requested to be included in the response message.
The NB MAC Config requested bit when set to 1 indicates that the NB MAC Config field is requested to be included in the response message.
The UWB PHY Config requested bit when set to 1 indicates that the UWB PHY Config field is requested to be included in the response message.
The UWB MAC Config requested bit when set to 1 indicates that the UWB MAC Config field is requested to be included in the response message.
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10.35.9.3.10 The Request Bitmap field

This is a one-octet field formatted as shown in Figure 40.
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Figure 40—The Request Bitmap field
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