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Comment Indices in 15-24-0010-00-04ab-consolidated-comments-draft-c:
	Name
	Index#
	Pg
	Sub-Clause
	Ln
	Comment
	Proposed Change
	Disposition

	Li-Hsiang Sun
	34
	71
	10.38.10.4
	15
	It is not clear whether SMC TLV are related to: 
1) the receiving capability to understand msg ID and ctrl from the peer, or 
2) in additionally to receving capability it also indicates that the sender of this field requires the peer to understand msg id and ctrl  indicated in SMC TLV  from the sender
	when SMC TLV in ADV_POLL, it is case 2), when SMC TLV in ADV_RESP, it is case 1)
	Revised

	Rojan Chitrakar
	641
	75
	10.38.10.6
	2
	It is beneficial to include a Status field in the Start of Ranging Compact frame to indicate whether or not the initiator can fulfill the ranging parameters requested by the responder(s) (in the Advertising Response Compact frame). 
	Include a Status field in the Start of Ranging Compact frame to indicate whether or not the initiator can fulfill the ranging parameters requested by the responder(s). When the Status is not SUCCESS, the rest of the fields in the Start of Ranging Compact frame can be omitted and the initiator will not proceed to the ranging phase.
	Revised

	Rojan Chitrakar
	652
	92
	10.38.10.18
	21
	It is beneficial to include a Status field in the Public Start of Ranging Compact frame to indicate whether or not the initiator can fulfill the ranging parameters requested by the responder(s) (in the Advertising Response Compact frame). 
	Include a Status field in the Public Start of Ranging Compact frame to indicate whether or not the initiator can fulfill the ranging parameters requested by the responder(s). When the Status is not SUCCESS, the rest of the fields in the Start of Ranging Compact frame can be omitted and the initiator will not proceed to the ranging phase.
	Revised





Disposition: Revised
Disposition Detail:
Proposed text changes on P802.15.4ab™/D (pre-ballot) C:
10.38.10.6 Start of Ranging Compact frame (#641)
Change the subfield as follows (Track changes ON)
…

The Message Control field value shall zero. be one of 0x00 or 0x10. This value determines the formatting of the Message Content field.
When the Message Control field value is 0x00 theThe Message Content field shall be formatted as shown in Figure 60.
	[bookmark: _Hlk157670959]Octets: 4
	1
	6
	1
	7
	3
	2

	Time Offset
	NB Channel Seed
	NB Channel Map
	Management PHY Configuration
	Management MAC Configuration
	Ranging PHY Configuration
	Ranging MAC Configuration


Figure 60—Format of the Message Content field in the Start of Ranging Compact frame  when the Message Control field value is 0x00  
…
The Ranging MAC Configuration field shall be set as per 10.38.10.3.9.
The Start of Ranging Compact frame with Message Control field value equal 0x10 is sent by the initiator to indicate the status of the initialization and setup phase. When the Message Control field value is 0x10 the Message Content field shall be formatted as shown in Figure 60A.
	Octets: 1
	0/1
	0/1
	0/7
	0/3
	0/2

	Status
	Presence Bitmap
	Management PHY Configuration
	Management MAC Configuration
	Ranging PHY Configuration
	Ranging MAC Configuration


Figure 60A—Format of the Message Content field in the Start of Ranging Compact frame when the Message Control field value is 0x10
The Status field is described in 10.38.10.3.20.
The presence bitmap field is present when the value of status field is 3, otherwise the field is not present. The Presence Bitmap is formatted as shown in Figure 56 with the fields other than Management PHY Configuration Present field, Management MAC Configuration Present field, Ranging PHY Configuration Present field and Ranging MAC Configuration Present field set to 0. The encoding and meaning of the Presence Bitmap field and subsequent fields in the frame content is identical to that of the Advertising Response Compact frame with Message Control field value equal to 0x10.

10.38.10.3 Common message fields
Add the following new sub-clause at the end of 10.38.10.3 Common message fields
10.38.10.3.20 Status fields
The Status field indicates the status of the initialization and setup phase and the valid values are listed in Table XXX.
Table XXX – Status field values
	Value
	Name
	Meaning

	0
	INVALID_PARAMETERS
	Requested parameters are not supported

	1
	FAILURE
	Request is denied due to other reasons

	2
	REQUIRED_CAPABILITY_NOT SUPPORTED_BY RESPONDER
	One or more required capabily is not supported by the responder. For example, a (Compact frame ID, Message Control ID) tuple intended to be used by the initiator is not supported by the responder

	3
	REJECT_WITH SUGGESTED_CONFIG_CHANGE
	Initiator indicates rejection with the suggested difference from the configuration parameters in Advertising Response Compact frame   

	2 - 255
	
	Reserved



10.38.10.18 Public Start of Ranging Compact frame (#652)
Change the subfield as follows (Track changes ON)
…
The Message Control field value shall be zero. one of 0x00 or 0x10. This value determines the formatting of the Message Content field.
When the Message Control field value is 0x00 Tthe Message Content field shall be formatted the same as for the Start of Ranging Compact frame Message Content field when the Message Control field value is 0x00 shown in Figure 60, with the same function and meaning for each of the fields.
When the Message Control field value is 0x10 the Message Content field shall be formatted the same as for the Start of Ranging Compact frame Message Content field frame when the Message Control field value is 0x10, as shown in Figure 60A, with the same function and meaning for each of the fields.

10.38.3.2 Session initialization
…
After transmitting the Advertising Poll Compact frame on the initialization channel, the initiator shall listen for an incoming Advertising Response Compact frame in the subsequent initialization slot. Once a responder has received an Advertising Poll Compact frame, it may transmit the Advertising Response Compact frame in the subsequent initialization slot. When the responder has transmitted the Advertising Response Compact frame, it shall listen for a Start of Ranging Compact frame in the subsequent slot. Once the initiator has received an Advertising Response Compact frame, it may transmit a Start of Ranging Compact frame in the subsequent slot.  If the initiator intends to proceed to the control phase, the Message Control field  of the Start of Ranging Compact frame shall be set as 0x00. Otherwise, if the initiator does not intend to proceed to the control phase,  the Message Control field  of the Start of Ranging Compact frame shall be set as 0x10. If a responder receives a Start of Ranging Compact frame with the Message Control field equal to 0x10 and the value of the Status field is set to 0 or 1, it may reattempt the session initialization by listening for another Advertising Poll Compact frame. If a responder receives a Start of Ranging Compact frame with the Message Control field equal to 0x10, and the value of the Status field is set to 2, it should not reattempt the session initialization. If a responder receives a Start of Ranging Compact frame with the Message Control field equal to 0x10 and the value of the Status field is set to 3, it may reattempt the session initialization with the initiator suggested configuration. If the suggested configuration is not supported by the responder, the responder should not reattempt the session initialization.
After transmitting the Start of Ranging Compact frame with the Message Control field equal to 0x00 , the initiator shall enter the control phase. After the initiator has confirmed receipt of the RESP Compact frame from the responder during control phase, and unless initialization of further devices is required, the initiator shall discontinue ranging initialization and cease transmission of Advertising Poll Compact frames.
The A successful initialization process when coordination is not active is illustrated in Figure 23.
[image: ]
If the coordination is active, the initiator determines the configuration for the ranging session based on knowledge of UWB channel usage learned from acquisition packets (APs) received from other initiators as described in 10.38.3.6. For coordination of channel use, the initiator may scan the channel specified by the macMmsNbInitChannel attribute and the channel specified by the macMmsUwbChannel attribute before transmitting the Start of Ranging Compact frame. To perform scanning for coordination and defer the transmission of the Start of Ranging Compact frame, the initiator sends an Advertising Confirmation Compact frame with the time offset between the first symbol of the Advertising Confirmation Compact frame and the first symbol of the Start of Ranging Compact frame. If the initiator intends to proceed to the control phase, the Message Control field  of the Start of Ranging Compact frame shall be set as 0x00. Otherwise, if the initiator does not intend to proceed to the control phase,  the Message Control field  of the Start of Ranging Compact frame shall be set as 0x10 and the value of the Status field is set to 0 or 1. If a responder receives a Start of Ranging Compact frame with the Message Control field equal to 0x10, it may reattempt the session initialization by listening for another Advertising Poll Compact frame. If a responder receives a Start of Ranging Compact frame with the Message Control field equal to 0x10, and the value of the Status field is set to 2, it should not reattempt the session initialization. If a responder receives a Start of Ranging Compact frame with the Message Control field equal to 0x10 and the value of the Status field is set to 3, it may reattempt the session initialization with the initiator suggested configuration. If the suggested configuration is not supported by the responder, the responder should not reattempt the session initialization.
A successful initialization process when coordination is active This is illustrated in Figure 24.
[image: ]
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igure 23—Example NBA UWB MMS session initialization
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Figure 24—Example session initialization with Advertising Confirmation Compact frame|




