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AAI-SCD clean-up
Giwon Park and Jinsam Kwak
LG Electronics
1 Introduction

Clean up of M2M ranging indicator parameter is needed in AAI-SCD message. 
2 Text proposal
---- Start of proposed text ----

[Modify the Table 57 and subclause 6.2.3.31 as follows, Page 32, line 22:]
6.2.3.31 AAI-System Configuration Descriptor (SCD) message
Table 57—AAI-SCD Message Field Description
	Field
	Size
(bits)
	Value/Description
	Condition

	…
	
	
	

	M2M ranging indicator
	2
	Indicate the ranging configuration for M2M devices.

0b00: normal ranging as defined in Table 839 in 6.3.5.5.1.2

0b01: dedicated ranging for M2M devices

0b10: M2M devices are not allowed to perform network reentry (M2M cell bar)

0b11: Reserved
	

	If (M2M ranging indicator=

0b00) {
	
	
	

	…
	
	
	

	}
	
	
	

	M2M Configuration Change Count
	
	
	

	M2M ranging indicator
	2
	Indicate the ranging configuration for M2M devices.

0b00: normal ranging as defined in Table 839 in 6.3.5.5.1.2

0b01: dedicated ranging for M2M devices

0b10: M2M devices are not allowed to perform network reentry (M2M cell bar)

0b11: Reserved
	


---- End of proposed text ----

  


