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Text clarification for comment # 1013
Anil Agiwal, Hyunjeong Kang, Youngkyo Baek, Anshuman Nigam, Rakesh Taori
Samsung Electronics
1. Introduction
The mapping of SA for the control connection carrying encrypted multicast control message is defined by comment # 1013. However the proposed text is not clear as mentioned by Erik in his reply comment. This contribution proposes the modified text to address the reply comment of Erick. 
2. Proposed Text Change
Adopt the following remedies in IEEE P802.16.1b/D3.
Modify the section 6.2.5.2.2.1 as follows

6.2.5.2.2.1 Mapping of flows to SAs

The following rules for mapping flows to SAs apply:

a) The unicast transport flows shall be mapped to an SA.

b) The multicast or broadcast transport flows shall be mapped to Null SA.

c) The encrypted unicast control flows shall be mapped to the Primary SA.

d) The non-encrypted unicast control flows shall not be mapped to any SA.

e) The broadcast control flows shall not be mapped to any SA.

f) The multicast transport flow for an M2M group shall be mapped to Null SA or Multicast SA.
g) The encrypted multicast control flow shall be dynamically mapped to different multicast SA. The encrypted multicast control flow carrying the control message for an M2M device group shall be mapped to the multicast SA established for that M2M device group.

3. Reference

[1] IEEE P802.16.1b/D2
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