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Clarification of some TLVs defined to indicate neighbor SBSs
Jaesun Cha, Eunkyung Kim, Jae-joon Park, Seungkwon Baek, Sungcheol Chang
ETRI
Introduction
[bookmark: _GoBack]In the last teleconference, it was agreed that Scanning result TLV and Recommended SBS information TLV are used to indicate neighbor SBSs that are not included in MOB_NBR-ADV message. As a result, texts in relevant subclauses (6.3.2.3.43, 6.3.2.3.44, 6.3.2.3.45, and 17.2.1.1) have been changed based on the agreement. However, texts in subclause 11.19.4 and 11.20.4 are still inconsistent with the agreement. So, this contribution proposes to change descriptions on Scanning result TLV and Recommended SBS information TLV in Clause 11 based on the agreement made in the last teleconference.   

Proposed Texts
----------------- Start of the text proposal --------------------------------------------------------------------------------------
[Remedy: Change subclause 11.19.4 as follows:] 

11.19.4 Scanning result

Scanning result TLV may be included in MOB_SCN-REP message to report scanning result of neighbor SBSs BSIDs are not shared with the serving BS. If the MS acquires BSID from the neighbor SBS during scanning, BSID TLV shall be present in this compound TLV. Otherwise, FA index TLV, Center frequency TLV and Preamble index TLV shall be present in this compound TLV instead of the BSID TLV to indicate the neighbor BS reported.
This compound TLV is included in MOB_SCN-REP message to report scanning result of neighbor SBSs that are not in MOB_NBR-ADV message. FA index TLV, Center frequency TLV, and Preamble index TLV shall be present in this compound TLV to identify an SBS scanned. BS CINR mean TLV, BS RSSI mean TLV, and/or Relative delay TLV may be included in this compound TLV to report the scanning result (see 11.8.6).

	Name
	Type
	Length
	Value

	Scanning result
	4
	Variable
	

	BSID
	4.1
	1
	BSID of the neighbor SBS reported in MOB_SCN-REP message. If BSID TLV is present, FA index TLV, Center frequency TLV and Preamble index TLV are not present in this compound TLV.

	FA index
	4.2
	1
	See 6.3.2.3.42

	Center frequency
	4.3
	4
	See 11.4.1

	Preamble index
	4.4
	1
	See 6.3.2.3.42

	BS CINR mean
	4.5
	1
	See 6.3.2.3.45 and 11.8.6

	BS RSSI mean
	4.6
	1
	See 6.3.2.3.45 and 11.8.6

	Relative delay
	4.7
	1
	See 6.3.2.3.45 and 11.8.6




[Remedy: Change subclause 11.20.4 as follows:] 

11.20.4 Recommended SBS information

This compound TLV may be included in the MOB_SCN-REQ/RSP message to indicate neighbor SBSs of which BSIDs are not defined in the MOB_NBR-ADV message or not shared between the MS and the serving BS.
This compound TLV is included in the MOB_SCN-REQ/RSP message to indicate neighbor SBSs that are not in the MOB_NBR-ADV message.

	Name
	Type
	Length
	Value

	Recommended SBS information
	4
	variable
	




	Name
	Type
	Length
	Value

	Recommended SBS information
	4
	6
	

	BSID
	4.1
	1
	BSID of the neighbor SBS.

	FA index
	4.2
4.1
	1
	If Recommended BS information TLV is included in the MOB_SCN-REQ message and BSID TLV is present in the Recommended BS information TLV, FA index TLV is not present. (See 6.3.2.3.42)

	Center frequency
	4.3
4.2
	4
	If Recommended BS information TLV is included in the MOB_SCN-REQ message and BSID TLV is present in the Recommended BS information TLV, Center frequency TLV is not present. (See 11.4.1)

	Preamble index
	4.4
4.3
	1
	If Recommended BS information TLV is included in the MOB_SCN-REQ message and BSID TLV is present in the Recommended BS information TLV, Preamble index TLV is not present. (See 6.3.2.3.42)



----------------- End of the text proposal --------------------------------------------------------------------------------------
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