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Abstract
This document is a submission to IEEE 802.19 TG1 
proposing resolution to comment
s
 to 
clause 
3
.
4
.
)
 (
Notice:
 This document has been prepared to assist IEEE 802.19. It is offered as a basis for discussion and is not binding on the contributing individual(s) or organization(s).  The material in this document is subject to change in form and content after further study. The contributor(s) reserve(s) the right to add, amend or withdraw material contained herein.
)

Comment

Interfaces section repeats the information indicated in the logical entities section.

Proposed resolution

Only indicate the locations of the interfaces and remove all other information. It is proposed to modify the current text in clause 3.4 as shown below:

[bookmark: _Toc319638236]3.4 Interfaces
There are six interfaces defined. Interface A is between a CE and a WSO. Interface B1 between a CE and a CM. Interface B2 between a CM and a CDIS. Interface B3 is between CMs. Interface C is between a CM and a TVWS database.

1.1.1 Interface A
Interface A is between a CE and a WSO is used to send the following from a WSO to a CE:
WSO registration information,
available channel information obtained from a TVWS database,
measurement results,
reconfiguration results,
coexistence report requests,
event indications.

Interface A between a CE and a WSO is used to send the following from a CE to a WSO:
coexistence set and radio environment information,
information requests,
measurement requests,
reconfiguration requests, and
1.1.2 Interface B1
Interface B1 between a CE and a CM is used to send the following from a CE to a CM:
WSO registration information,
available channel information obtained from a TVWS database,
measurement results,
reconfiguration results,
coexistence report requests,
channel classification information requests, and
event indications.

Interface B1 between a CE and a CM is used to send the following from CM to a CE:
· coexistence set and radio environment information,
· information requests,
· measurement requests,
· reconfiguration requests, and
· channel classification information.
1.1.3 Interface B2
Interface B2 between a CM and a CDIS is used to send the following from a CM to a CDIS:
CM registration information,
coexistence set requests, and
Interface B2 between a CM and a CDIS is used to send the following from a CDIS to a CM:
coexistence set information and
1.1.4 Interface B3
Interface B3 between CMs is used to send the following:
information required for coexistence,
reconfiguration requests,
CM negotiation messages, and
1.1.5 Interface C
Interface C between a CM and a TVWS database is used to sendt the following from a CM to a TVWS database:
available channel list request and
request for the information required for output power level management.

Interface C between a CM and a TVWS database is used to send the following from a TVWS database to a CM:
available channel list and
information required for output power level management.
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