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Proposed update

It is proposed to modify draft as shown in the text below.


In Annex B.1:

-----------------------------------------------------------
--Connection establishment
-----------------------------------------------------------

--Request for connection
TrConnectionRequest ::= SEQUENCE {
    --Source ID
    sourceID CxID,
    --Destination ID
    destinationID CxID,
    --Keep alive interval
    interval INTEGER OPTIONAL
}


In clause 6.1.1.3:

1.1.1.1 Connection establishment
Figure 48 shows COEX_TR_SAP operation during connection establishment.


2. [bookmark: _Ref357430925]・COEX_TR_SAP operation during connection establishment.
The source entity shall generate TrConnectionRequest primitive and send it to the source entity transport service using its COEX_TR_SAP. interval is an optional parameter that is used for indicating keep alive interval to transport service. If the source entity does not need to use keep alive mechanism, interval parameter shall not be used. When generating the TrConnectionRequest primitive, the source entity shall set its parameters as shown in the table below.
	Parameter
	Data type
	Value

	sourceID
	CxID
	Source entity ID.

	destinationID
	CxID
	Destination entity ID.

	interval
	INTEGER
	Keep alive interval.



The source entity transport service maps the destination entity ID to the destination entity IP address and port number, generates transport packet, and sends it to the destination entity via the underlying layers.
After the destination entity transport service has received the transport packet containing connection establishment request, it generates and sends TrConnectionIndication primitive to the destination entity.
Table below shows expected values of the parameters in the TrConnectionIndication primitive.
	Parameter
	Data type
	Value

	sourceID
	CxID
	Source entity ID from the received connection establishment request.



After the destination entity has received the TrConnectionIndication primitive, it shall generate the TrConnectionResponse primitive and shall send it to its transport service. When generating the TrConnectionResponse primitive, the destination entity shall set its parameters as shown in the table below.
	Parameter
	Data type
	Value

	destinationID
	CxID
	Value of the sourceID parameter from the received TrConnectionIndication primitive.

	status
	Status
	noError



The destination entity transport service maps the destination entity ID to the destination entity IP address and port number, generates transport packet, and sends it to the destination entity via the underlying layers.
After the source entity transport service has received the transport packet containing connection establishment response, it generates and sends TrConnectionConfirm primitive to the source entity.
Table below shows expected values of the parameters in the TrConnectionConfirm primitive.
	Parameter
	Data type
	Value

	sourceID
	CxID
	Destination entity ID from the received connection establishment response.

	status
	Status
	noError
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