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	Number
	Page
	Line
	Comment 

	1
	1
	38
	What does “This” in the second sentence point to?

	2
	
	38
	Expand 3GPP and 3GPP2 as: “Third Generation (3G) Partnership Project (3GPP) and 3G Partnership Project 2 (3GPP2).”

	3
	
	52
	For clarity, rewrite the sentence to:
“Enhancements that are specific to particular link layer technologies and required to support this standard will be carried out by those respective link-layer technology standards;”

	4
	
	54
	s/Upper layer (L3 and above)/Higher layer (layer 3 and above)/.

(In section 3.7, the term “higher layers” is defined.  This should be used in place of “upper layer”.)

	5
	
	61
	s/heterogeneous networks/heterogeneous media/. (The term “heterogeneous media” is used in the first paragraph. It’s better to use the same term consistently throughout the document.)

	6
	
	65
	Empty reference.

	7
	2
	13&17
	The terms “mobile terminal” and “mobile device” are used whereas the term “mobile node” is used in lines 2 and 14.  We should consistently use the term “mobile node” throughout the document.

	8
	
	35
	What does “relies on the identification of a mobility management protocol stack” mean?

	9
	
	40
	s/Reference model/reference model/.

	10
	
	54
	s/handover relevant link states/link states that are relevant to handover/.

	11
	
	61
	s/media specific technology/link-layer technology/. (throughout the document)

	12
	
	64
	s/the respective media specific technology standard/the standard for the respective link-layer technology/.

	13
	3
	35 
	s/Network entity/a network entity/.

	14
	
	36
	s/Figure 1 also shows the entity/Figure 1 also shows the network entity/.

	15
	
	37
	s/technology/media/.

	16
	
	38
	s/technology/media/.

	17
	
	48
	s/access technologies/link-layer technology/. (throughout the document.)

	18
	
	51
	s/MIHF functionality/MIHF/. (throughout the document.)

	19
	
	53
	s/in the network/in the network entity/.

	20
	
	56
	s/network elements/network entities/.

	21
	4
	6
	s/media-specific link layers/link-layer technologies/. (throughout the document.)

	22
	
	11&13
	s/media specific technologies/link-layer technologies/. (throughout the document.)

	23
	7
	35
	Most of these examples are examples for protocols that belong to higher layers, not example for higher layers. 

Suggested text: 

3.7 higher layers: The layers that make use of the services provided by the MIHF and hence may be referred to as MIH Users. Examples of higher layers Example protocols of higher layers are internet protocol (IP), Mobile IP, SIP, transmission control protocol (TCP), user datagram protocol (UDP), and Application layer application layer protocols.

	24
	
	39
	“link” is not a communication layer.  Rewrite: “A link is a logical association between a pair of network elements for the exchange of link-layer data units. Each link has a unique identifier.”

	25
	
	42
	s/Conceptual layer/A communication layer/.

	26
	
	28
	The term “MIHF pairing” is not use elsewhere.  This should be removed.

	27
	9
	1
	s/L2 link/link/.

	28
	
	32
	The term “transition” is not defined. The term “link switch” should be used instead.

s/transition between different networks/link switch between different links/.

	29
	
	44
	s/a network transition/a link switch/.

	30
	13
	1
	s/the IEEE 802.21/the IEEE 802.21 standard/.

	31
	
	1
	s/event, command and information service/Event Service, Command Service and Information Service/.

	32
	
	65
	s/change access technology/change from one link-layer technology to another/.

	33
	
	15
	s/candidate link selection/network selection/.

	34
	
	17
	MIH user or MIH User?  Use one throughout the document.

	35
	14
	26
	s/surrounding networks/neighboring networks/.

	36
	
	44
	s/MIH Function/MIHF/. Use one throughout the document.

	37
	
	57
	s/ Third Generation (3G) Partnership Project (3GPP) and 3G Partnership Project 2 (3GPP2)/3GPP and 3GPP2/.  (The term should be expanded in its first appearance in Page 1, and should not be expanded the subsequent appearances.)

	38
	16
	50
	s/Media Independent Handover Function/MIHF/.

	39
	
	56
	s/MIH services in mobile devices/MIH services in mobile nodes/.

	40
	17
	1
	s/between the network and host entities/between the network entity and the mobile node/.

	41
	
	9
	s/the physical, data link and logical link layers/lower layers/.

	42
	
	24
	s/stack/protocol stack/.   (throughout the document.)

	43
	
	51
	Missing period at the end of sentence.

	44
	
	56
	s/the physical, data link, and logical link layers (also known as “lower layers”)/the lower layers/. 

	45
	18
	36
	s/Network Selection/Network selection/.

	46
	
	61
	s/station/MN/.

	47
	
	65
	Missing period at the end of sentence.

	48
	19
	19
	s/IEEE 802.21/the IEEE 802.21 standard/.  (throughout the document.)

	49
	
	45
	s/macro objective/objective/.

	50
	
	55
	s/client device (MN)/mobile node/.

	51
	20
	40
	s/client device (mobile node)/mobile node/.

	52
	21
	10
	Candidate PoA is defined in Section 3. Remove: “(a candidate PoA is a PoA that the MN is aware of but not currently attached to; it becomes the target PoA if a handover eventually occurs)”

	53
	22
	63
	s/MIH capability discovery/MIH capabilities discovery/.

	54
	
	64
	s/MIH service discovery/MIH capabilities discovery requests/.

	55
	
	F3
	Access Network – 1: s/WLAN PoA/with WLAN PoA/.

Access Network – 2: s/WiMAX PoA/with WiMAX PoA/.

Access Network – 4: s/802.3 PoA with 802.3 PoA/.

Operator 1 Core Visited Network – s/W PoS/with PoS/.

Home Core Network  - s/W POS/with PoS/. 



	56
	23
	2
	”The location of an MIH PoS is not fixed by the standard.” Isn’t this too obvious? Remove the sentence.

	57
	24
	F4
	Expand the MIH Users box to left to be aligned with MIHF box and Link Layer box.

	58
	
	34
	“MIH_LINK_SAP: Abstract media-dependent interface of MIHF with the lower layers of the media specific protocol stacks.” 

On the other hand, in figure 4, the MIHF interfaces with “link-layer” not with “lower layers”. Figure 4 Link Layer box should be renamed to “Lower Layers”

	59
	25
	60
	s/MIH Signaling/MIH signaling/.
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