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	This contribution suggests to replace Session ID with the Subscription ID for Event Subscription 
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1. Background
Session ID is defined as one of  MIH protocol identifiers but its usage is not clear. None of the messages currently use the Session ID. The definition of Session ID seems to imply that it is used for event service only. However, this is  also not clearly specified in D05.
2. Suggested Remedy
i) Do not use Session ID for events. Rename it as Subscription ID and assign it when event subscription happens. 
ii) Revise Section 6.1.4 (p37, l47), Figure 13 and Section 6.3.5 (p42,l16) to replace “Session ID” with “Subscription ID”.
iii) Add Subscription ID in MIH messages in Section 8.6.1.x …..
Replace the current 8.3.2 Section with the following:
8.3.2. Subscription ID 

Subscription Identifier (Subscription ID) is assigned during a  remote event subscription. Each remote subscription needs to be associated with a Subscription ID that keeps the event subscription information mapping for particular event  service. 
	Type 
	Length
	Value 

	TYPE_HDR_TLV_SUBCRIPTION_ID
	4 Octets
	A unique identifier generated by the source and destination and has a valid life time 


Subscription ID Value:

A Subscription ID is a 32-bit random number that is unique within the pair of MIHFs of the source and destination of the session request. The Subscription ID is created jointly by the source and destination MIHF peers at the time of MIH registration to avoid conflict at both ends. The source MIHF chooses the first 2 octets and the destination MIHF chooses the last 2 octets. The Subscription ID is valid only during the lifetime of  event  subscription. The Subscription ID is used in all MIH messages that are related to the Event Service including event subscription.
8.6.1.7. MIH_Event_Subscribe request 
8.6.1.8 MIH_Event_Subscribe response 

8.6.1.9 MIH_Event_Unsubscribe request 

8.6.1.10 MIH_Event_Unsubscribe response

8.6.2.1 MIH_Link_Up indication 

8.6.2.1 MIH_Link_Down Indication 

8.6.2.3 MIH_Link_Going_Down Indication 

8.6.2.4 MIH_Link_Event_ Rollback Indication 
8.6.2.5 MIH_Link_Detected  Indication  

8.6.2.6 MIH_Link_Parameters_Report Indication 
8.6.2.7 MIH_Link_Handover_Imminent Indication 
8.6.2.8 MIH_Link_Handover_Complete Indication 

















