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Abstract

Table 24 is incomplete and still contains field that are TBD. This contribution aims at resolving some of these open issues. In table 24, lines 52 and 53 are modified. The following mapping was done:
· Link_Action(LINK_DISCONNECT): C-NEM-REQ/RSP(Deregistration)

· Link_Action(LINK_POWER_DOWN): M-SSM-REQ/RSP(Power Down)

· Link_Action(LINK_POWER_UP): M-SSM-REQ/RSP(Power On)

Old
Section 7.2.2.1 (‘Table 24 – MIH_LINK_SAP/802.16 primitives mapping’) – Page 74 
7.2.2.1 MIH_LINK_SAP
Table 24—MIH_LINK_SAP/802.16 primitives mapping
	MIH_LINK_SAP Primitive
	IEEE 802.16 C_SAP
	IEEE 802.16 M_SAP

	Link_Event_Subscribe

	
	

	Link_Event_Unsubscribe
	
	

	Link_Configure_Thresholds 
	C-HO-REQ/RSP(HO-Scan)
	N/A

	Link_Up
	C-NEM-RSP(Registration)
	N/A

	Link_Down 
	N/A
	M-MTM-RSP(Deregistration)

	Link_Going_Down
	N/A
	N/A

	Link_Event_Rollback 
	N/A
	N/A

	Link_Detected 
	C-HO-RSP(HO-Scan) 
	N/A

	Link_Parameters_Report 
	C-HO-IND(HO-Scan)

C-HO-RSP(HO-Scan)

C-RRM-RSP

C-SFM-RSP
	N/A

	Link_PDU_Transmit_Status 
	N/A
	N/A

	Link_Handover_Imminent 
	C-HO-IND(HO-Start)
	N/A

	Link_Handover_Complete 
	C-HO-IND(HO-CMPLT) 
	N/A

	Link_Capability_Discover 
	TBD
	TBD

	Link_Get_Parameters 
	C-SFM-REQ/RSP

C-HO-REQ/RSP/IND (HO-Scan)

C-RRM-REQ/RSP
	N/A

	Link_Action
	TBD
	TBD


New

7.2.2.1 MIH_LINK_SAP
Table 24—MIH_LINK_SAP/802.16 primitives mapping
	MIH_LINK_SAP Primitive
	IEEE 802.16 C_SAP
	IEEE 802.16 M_SAP

	Link_Event_Subscribe

	
	

	Link_Event_Unsubscribe
	
	

	Link_Configure_Thresholds 
	C-HO-REQ/RSP(HO-Scan)
	N/A

	Link_Up
	C-NEM-RSP(Registration)
	N/A

	Link_Down 
	N/A
	M-MTM-RSP(Deregistration)

	Link_Going_Down
	N/A
	N/A

	Link_Event_Rollback 
	N/A
	N/A

	Link_Detected 
	C-HO-RSP(HO-Scan) 
	N/A

	Link_Parameters_Report 
	C-HO-IND(HO-Scan)

C-HO-RSP(HO-Scan)

C-RRM-RSP

C-SFM-RSP
	N/A

	Link_PDU_Transmit_Status 
	N/A
	N/A

	Link_Handover_Imminent 
	C-HO-IND(HO-Start)
	N/A

	Link_Handover_Complete 
	C-HO-IND(HO-CMPLT) 
	N/A

	Link_Capability_Discover 
	TBD
	TBD

	Link_Get_Parameters 
	C-SFM-REQ/RSP

C-HO-REQ/RSP/IND (HO-Scan)

C-RRM-REQ/RSP
	N/A

	Link_Action (LINK_DISCONNECT)
	C-NEM-REQ/RSP
(Deregistration) 
	N/A


	Link_Action (LINK_LOW_POWER)
	C-IMM-REQ/RSP

(Idle_Mode_Initiation)
	N/A


	Link_Action (LINK_POWER_DOWN)
	N/A
	M-SSM-REQ/RSP 
(Power down)

	Link_Action (LINK_POWER_UP)
	N/A
	M-SSM-REQ/RSP 
(Power on)
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