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Abstract

This document presents a new more complete 802.21 to 3GPP QoS mapping description than the one currently defined in the D7.1 version of the 802.21 specification.
Problem
Table K-2 does not provide a very comprehensive mapping between 802.21 and 3GPP parameters

Proposed Solution

Remove the column that provides the mapping between 802.21 and 3GPP technologies from table K-2, and produce a new table called “Example QoS parameter mapping table for 3GPP” defined as follows:
	802.21 Link QoS Parameters
	Related 3GPP parameters

	Supported number of CoS
	4

	
	Conversational
	Streaming
	Interactive
	Background

	Throughput
	Peak throughput

	 
	Mean throughput

	 
	Maximum bit rate for upllink/downlink

	 
	Guaranteed bit rate for uplink/downlink
	 
	 

	Link Packet Error Rate
	SDU Error Ratio

	 
	Residual Bit Error Rate

	CoS Minimum Packet Transfer Delay
	Transfer delay
	 
	 

	CoS Average Packet Transfer Delay
	Transfer delay
	 
	 

	CoS Maximum Packet Transfer Delay
	Maximum transfer delay
	 
	 

	CoS Packet Transfer Delay Jitter
	 
	Delay variation
	 
	 

	CoS Pocket Loss Rate
	Residual Bit Error Rate

	 
	SDU Error Ratio
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