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Comment 207

Insert new field CBP_IE_Ids_List in Table 67 as described below:
Table 67— US-MAP CBP Channel IE format

	Syntax
	Size
	Notes

	CBPChannel_IE() {
	
	

	Extended UIUC
	6 bits
	0x04

	Length
	4 bits
	Length is the number of octets following this field – range = 0-15 octets

	Padding nibble
	6 bits
	Padding to octet alignment – set all 6 bits to 0

	Channel Number
	8 bits
	Channel number in which the CPE shall send a coexistence beacon, in the case of Active mode Coexistence UIUC, or listen to the medium for a coexistence beacon, in the case of Passive mode Coexistence IUC. In case the channel number is different from the operating channel, the Number of symbols filed in the US-MAP shall indicate the amount of time the CPE can stay in the foreign channel before returning to its operating channel.

	CBP_IE_IDs_List
	Variable
	This is a list of the CBP IE IDs (each IE identifier is 8 bits long) that should be carried in the CBP packet in the case of Coexistence UIUC in active mode. 

	CBP IEs relay flag
	1 bit
	If set to 1, indicates that the contents of the IEs whose IDs are contained in the CBP_IE_IDs_Lists should be received via a CBP ID Relay management Message (see Table X).

If set to 0, indicates that the CPE should use its local information to fill up the IEs to be transmitted in the CBP packets.

	}
	
	


6.9 Management Messages

In section “6.9 Management Messages”, insert the following field in Table 43.
	Type Message Description Connection
	Type Message Description Connection
	Type Message Description Connection
	Type Message Description Connection

	54
	CBP-IE-RLY
	CBP IE Relay
	Primary Management, Multicast and Broadcast Management


Insert a new subcluase 6.9.29 with the following text:
6.9.29 CBP IE Relay Message

This message is used by the BS to relay CBP IEs to CPE in order to be included in CBP packets transmitted by the CPEs. This message is applicable in the case a CPE does not have the information necessary to fill a CBP IE.
Table 1 — CBB-IE-RLY message format

	Syntax
	Size
	Notes

	CBP-IE-RLY_Message_Format() {
	
	

	Management Message Type = 4
	8 bits
	

	List of CBP IDs
	Variable
	This is a list of CBP IEs. The possible CBP IEs are listed in Table 6.

	}
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This document provides the proposed resolutions for comment 207. 
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