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9.2.6 IEEE 802.22 Spectrum Manager Operation
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Figure 1 - Spectrum Manager State Machine Diagram

Figure 183 describes the Spectrum Manager (SM) state machine diagram. The SM has two states of operation, namely, the SM at Network Initialization, and the SM at Network Operation. 

The Timer TWait_Before_Channel_Move in the State SM at Network Initialization shall be initially set to a default value of 10 ms. However, the value of this timer shall be configurable in accordance with the other regulatory domain requirements as specified in the Annex B.

During the Network Initialization state, the primary responsibility of the SM shall be to find the operating channel. 

Once the Timer TWait_Before_Channel_Move expires, the SM shall execute the Procedure SM_Find_Operating_Channel. The various tasks involved in order to find an operating channel have been illustrated in Figure 184. The tasks to find an operating channel shall consist of accessing the incumbent database to obtain a list of available channels, discovering neighboring 802.22 systems, synchronizing as well as scheduling quiet periods, and initiating sensing for the primary user signals. 
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Figure 2 — Procedure Find Operating Channel

In case, the SM at this stage already has an exclusive backup channel to operate on, the SM shall choose the operating chanel based on spectrum etiquette as described in Section 6.22.2.3.1. The SM shall then execute the Procedure Establish the Network and move to the State Spectrum Manager at Network Operation

If no backup channels are available, the SM shall set the Timer TNoDB. Timer TNoDB as specified in Procedure SM_Find_Operating_Channel, indicates the longest time that a WRAN service can operate in the un-licensed band with no access to the database service. The timer values may be initially set to the United States regulatory domain and classes, however they shall be configurable in accordance with the other regulatory domain requirements as specified in the Annex A.

The SM shall initially take into consideration the incumbent database service information, to find a list of available channels. The SM shall then synchronize its quiet periods to other 802.22 systems, schedule its own quiet periods and command the Spectrum Sensing Automatons to go into the Initialization State as described in Section 9.3.1. Based on the sensing information, the Spectrum Sensing Atutomatons shall provide the SM with a list of candidate channels as a subset of the available channels. The SM shall schedule further quiet periods to convert the list of candidate channels to backup channels. 

A candidate channel shall become a backup channel and a backup channel shall become an operating channel based on the state transition diagram as specified in Section 9.2.3

In case one or more exclusive backup channels are available, the SM shall choose an operating channel using spectrum etiquette as described in Section 6.22.2.3.1. The SM shall execute the Procedure Establish the Network and move to the State Spectrum Manager at Network Operation

As soon as the SM moves to the State Network Operation, it shall set the Timer TRefresh_Database_Info to a default value of 1 hour. The value of this timer shall be configurable in accordance with the other regulatory domain requirements as specified in the Annex A.

In case no exclusive backup channels are found, the SM shall execute Procedure Establish Network in the Co-existence Mode. The self co-existence mechanisms have been described in Section 6.22.2.3.2.

The Procedure SM_Establish_Network has been illustrated in Figure 185. Initially, the SM shall instruct the BS to synchronize to other 802.22 systems. If it is the Normal Mode of operation, the BS shall start transmission on the identified operating channel and wait for the CPEs to join the network. The CPE initialization operation and registration operation has been described in Sections 6.17.2 and 6.17.9 respectively.  
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Figure 3 — Procedure Establish Network

In the Self Co-existence Mode of operation, the BS shall execute Procedure SM_Self_Co_existence_Mode which will be described below. 

For each new CPE that has never before registered with the BS and that makes the registration request to the BS, the SM shall access the incumbent database service to verify if the current operating channel is available at the CPE location. In addition, the SM shall verify the security suite that the CPE supports and its spectrum sensing capabilities. If the SM finds that the current occupied channel is not available at the CPE location, or the CPE capabilities are less than required, it shall choose to prevent the CPE from registering to the network. Figure 186 illustrates the SM operation during Procedure SM_New_CPE_Verification. 
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Figure 4 — Procedure SM_New_CPE_Verification

In the event that the Timer TRefresh_Database_Info expires, the SM shall execute Procedure SM_Database_Update. During this procedure, the SM shall verify that the current operating channel is available for itself and all its CPEs. If the current operating channel is available for the BS and all its associated CPEs, the BS shall continue the operation on the existing operating channel. 

If the current operating channel is not available for the BS or one or more of its CPEs, the SM shall execute the policies as specified in the Spectrum Manager Policies in Section 9.2.5. The SM shall also update the candidate and backup channel list based on the new information. Figure 187 illustrates the SM operation during the Procedure SM_Database_Update. 
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Figure 5 — Procedure SM_Database_Update

If the SM is notified that a signal is detected through the Spectrum Sensing Automaton of the BS or one or more of its CPEs, the SM shall execute Procedure SM_Determine_Signal_Type_Execute_Policies. The Procedure SM_Determine_Signal_Type_Execute_Policies is illustrated in Figure 188.  If a signal is detected, then the SM shall attempt to find the type of the signal that has been detected. Based on the type of the signal, the SM shall execute policies as specified in the Spectrum Manager Policies in Section 9.2.5.
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Figure 6 — Procedure SM_Determine_Signal_Type_Execute_Policies

While the SM is idle, (no events are occurring), the SM shall run the Procedure SM_Background_Processes. In this procedure, the SM shall be responsible for scheduling the quiet periods, assigning the sensing responsibilities to the corresponding SSAs at the CPEs (SSA operation during the idle time), collecting the spectrum sensing reports (through BLM-REP), maintaining the channel state information, monitoring the link quality of various CPEs, and deciding if channel move is needed. The SM operation during Procedure SM_Background_Processes has been illustrated in Figure 189. 
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Figure 7 — Procedure SM_Background_Processes
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Abstract


The following document proposes resolutions to comments related to the Spectrum Manager – Section 9.2.6 in the IEEE 802.22 Draft v2.0.
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