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[add a new clause, Clause 14, titled “Management Plane Interfaces & Procedures”]

[add a new sub-clause, Clause 14.1, titled “Primitive Format”, and add the following text into Section 14.1]

14.1 Primitve Format

In this section we define the components that make up each primitive:

14.1.1 Purpose
Text describing the function that this primitive services.

14.1.2 SAP Type
Type of SAP, either M-SAP or C-SAP this primitive operates over.

14.1.3 Operation Type

Specification of the Operation Type of the primitive, i.e. what kind of transaction the primitive is executing. The Operation Type can be an:

· Information Request (REQUEST)

· Event Indication

· Information Confirmation (CONFIRM)

14.1.4 Destination

Entity that is receiving the primitive, e.g. BS, CPE, NCMS/AAA.

14.1.5 Data

A set of one for more information elements that carry information that is pertinent to the servicing of the primitive. For each information element data type and size of data is provided.

14.1.6 When Generated

Description of one or more, events/instances that cause primitive to be generated.

14.1.7 Effect of Receipt

Description of actions that are undertaken when primitive is received, one effect is provided for each item in “When Generated” (see 14.1.5).
[add a new sub-clause, Clause 14.2, titled “Primitive Defintions”, and add the following text to section 14.2]
14.2 Primitive Definitions

Primitives for both SAPs are defined in this Clause. Definitions for Mangement SAP (M-SAP) and Control SAP (C-SAP) primitives are provided for in Section 14.2.1 and Section 14.2.2, respectively. M-SAP primitives cover System Configuration, Monitoring Stastics, Notifications/Triggers, Sensing/Geo-location Reporting, and Communication with the Database Service. C-SAP primitives cover CPE Management, Session Management, Security Context Management, Radio Resource Management, and AAA service signaling.

14.2.1 Management SAP (M-SAP) Primitive Defintions

14.2.2 Control SAP (C-SAP) Primitive Defintions
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Abstract


This contribution provides text to describe format of M-SAP and C-SAP primitives in Clause 14, as well as begins to layout how text in Clause 14 will be ordered.





R0: Initial Version


R1: Adds specification of SAP type to format of SAP


R2: Changes to Operation Types to conform to existing types described in 10.7 
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