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Abstract
This document proposes text for the section 8.1 Information model of IEEE 802 access network.
· The first edition captures proposal of the introductory text.
· The second edition refined the outline of 8.1 and introduced headlines as well as figure subscriptions.
· Revision-02 provides complete content of the user service information model.
· Revision-03 introduces BeaconPeriod to trigger BEACONBC in service selection
· Revision-04 introduces the complete information model of the access network infrastructure.
· Revision-05 includes resolutions to the comments collected on D1.0 draft
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[bookmark: _Toc510457981][bookmark: _Toc282828293]Network softwarization functions
…
[bookmark: _Toc510457982]Information model of IEEE 802 access network
An information model is used in software engineering to represent concepts, relationships, operations, and constraints in order to describe the data semantics for a particular system or functional unit. Generally, it describes relations between kind of things (classes), but can also make references to individual things (instances). It helps in sharing an organized structure of information requirements within the context of a domain.
Within this specification the mean of an information model is used to provide a structured representation of the configuration information and the statistics of IEEE 802 access network infrastructure and communication service. It describes the overall access network management information necessary to manager the connectivity service defined by IEEE 802. The information model serves as a basic model that will be applied to defineTwo different models are provided to enable both, the representation of the internal structure, the composition of networking elements and their operational settings, as well as the representation of the service of the access network with the operational parameters, dependencies, and usage statistics. The information models address operational aspects from a user and service aware aspects from a service provider perspective, including administration, maintenance and provisioning capabilities.
The information model of IEEE802 access network does not add new information to the descriptions in the previous chapters, but presents the same information in a more condense and structured way. The two following subsections introduce two complementing information models. The first section describes an information model from an operational perspective detailing service provisioning to users. It may be used for day-to-day network operations but also adds to the foundation of the business aspects of a network service provider. The second model from a structural perspective explains and supports network infrastructure configuration and maintenance tasks of a network service provider.
[bookmark: _Toc510457983]Service Composition of information model
This IEEE 802 access network information model is aligned and derived from the functional description of clause 7, including access network initialization, operation of user session establishment withfor communication service delivery and session teardownnetwork management in chapter 7, and exposes both the session states and the functions of the network entities of an access network as introduced in that chapter.
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Figure 81: Functions during the life-cycle of a user sessionBasic information model
[bookmark: _Toc510457984]SOverview of service ession information model
The core element of the service information model is the user sessions. Access networks establish and operate user sessions to deliver service to the attached terminals. The link between the terminal and the user is built through a subscription, which is used by a terminal to link its user with the service provider authorizing the usage of network resources.
[image: ][image: ]
Figure 82: Service Session information model outline
[bookmark: _Toc510457985]Service selection information model
During network discovery and selection, the service selection information is collected and established.
[image: ][image: ]
Figure 83: Service selection information relation
[bookmark: _Toc510457986]Access link information model
During the association phase, the access link information gets established.	Comment by Hao, Wang: Result code is added to TE
[image: ][image: ]
Figure 84: Access link information relation
[bookmark: _Toc510457987]Security association information model
During authentication and trust establishment phase, the security association is created.
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Figure 85: Security association information relation
[bookmark: _Toc510457988]Data path information model
During the data path establishment, the data path information is established.
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Figure 86: Data path information relation
[bookmark: _Toc510457989]Service flow information model
During the authorization, QoS, and policy control phase, the service flow information is established and maintained.
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Figure 87: Service flow information relation
[bookmark: _Toc510457990]Session statistics information model
Through monitoring and accounting the session statistics information gets created and collected.	Comment by Hao, Wang: Model is amended according to DCN-17-103.
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Figure 88: Session statistics information relation 
[bookmark: _Toc510457991]Complete service session information model
The complete service session information model is created through combining the functional sections listed above into a single figure.
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Figure 89: Complete service session information model	Comment by Hao, Wang: Model needs amendment, e.g monitoring
[bookmark: _Toc510457992]AN configuration information model
As the access network is powered up, the initial configuration is provided by the NMS. The access network can be setup on both unlicensed and authorized spectrum.
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Figure 8-12 Information model of AN configuration
[bookmark: _Toc510457993]Network management information model
Functions for FDM are specified and statistics are maintained accordingly.

[image: ]
Figure 8-13 Information model of network management
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resultMsg DPRELEASE (SessionKey, TE-ID, NA-ID)
resultMsg SFPREPROV (SessionKey, SFSpec, PolicyRules)
resultMsg SFCHGAUTH (SessionKey, SFSpec, PolicyRules)
ServiceFlow-ID SFADDITION (DataPath-ID, SFSpec)
resultMsg SFMODIFY (ServiceFlow-ID, SFSpec)

resultMsg SFDELETE (ServiceFlow-ID)

resultMsg SSCONFIG (Session-ID, DP-ID)

StatsParms SSREQUEST (Session-ID, DP-ID)

resultMsg SSINDICATION (Session-ID, SSParams)

1+

NA

[{T} NA-TD: Unique node of attachment identifier

{1} AN-ID: Access network identifier to which NA belongs to
{1} ANInfo: AN short information

{1} ANCapabilities: AN complete capabilities

{1} BeaconPeriod: Timer value for triggering BEACONBC
{1+} AllowedLinkCapabilities: allowed link configuration
{1+} AllowedSecurityCapabilities: allowed security modes
{1+} AllowedQosCapabilities: allowed QoS configurations
{1} PreferredLinkProfile: desired link configuration attributes
{1} PreferredSecurityProfile: desired security mode

{1} PreferredQosProfile: desired QoS mode

{1} R1Config: R1 Session configuration parameters

{1} R6Config: R6 Session configuration parameters

{1} BRcfg: Bridging service definition

{0+} SFParams: Service flow configuration parameters

ANInfo BEACONBC ()

ANInfo PROBEREQ (TE-ID)

ANCapabilities ANQUERY {TECapabilities}

LinkConfig ASSOCIATE (SupportedLinkCapabilities.
SupportedSecurityCapabilities,
SupportedQosCapabilities)

LinkConfig REASSOCIATE (Link-ID, S_NA-ID)

LinkConfig CONTEXTRESPONSE (Link-ID, TE-ID)

void DISASSOCIATE ()

resultMsg NACONFIG (DP-ID, R1Config, R6Config, BRCfg)

resultMsg NARELEASE (DP-ID)

resultMsg SFCONFIG (ServiceFlow-1D, SFParams, DP-ID)

resultMsg SFRELEASE (ServiceFlow-ID)

resultMsg SSCONFIG (Session-ID, DP-ID)

resultMsg SSMONITORSTART (Session-ID, DP-ID)

StatsParams SSMONITORSTOP (Session-ID)

BH

{1} BH-ID: Unique BH identifier

{1+} R6Config: R6 Session configuration parameters
{1+} R3Config: R3 Session configuration parameters
{1+} BRCfg: Bridging service definition

{0+} SFParams: Service flow configuration parameters

resultMsg BHCONFIG (DP-ID, R6Config, R3Config, BRCfg)
resultMsg BHRELEASE (DP-ID)

resultMsg SFCONFIG (ServiceFlow-ID, SFParams, DP-ID)
resultMsg SFRELEASE (ServiceFlow-ID)

resultMsg SSCONFIG (Session-ID, DP-ID)

resultMsg SSMONITORSTART (Session-ID, DP-ID)
StatsParams SSMONITORSTOP (Session-ID)

TE

{1} TE-ID: Unique terminal identifier

{1+} TECapabilities: Terminal capabilities

{1+} SupportedLinkCapabilities: possible link configuration
{1+} SupportedSecurityCapabilities: possible security modes
{1+} SupportedQosCapabilities: possible QoS configuration
{1+} SupportedAuthMethods: possible authentication methods|
{1+} SupportedEncryptionModes: possible encryption modes
{1} PreferredAuthMethod: preferred authentication methods
{1} PreferredEncryptionMode: preferred encryption mode

void DISASSOCIATE ()

Subscription-ID IDENTIFY (SupportedEncryptionMode
PreferredEncryptionMode, ANCredential)

SubsCredential AUTHENTICATE (SupportedAuthMethods
PreferredAuthMethod, SSCredential)

resultMsg SFCFGCONFIRM (ServiceFlow-ID, DP-ID)
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Session

Serviceselection

{1} ServiceProvider-ID: FQDN
{1} IPProvider-ID: FQDN

{1} NA-ID: Node of attachment identifier
{1} AN-ID: Access network identifier

{1} 55-1D: Subscription service identifier
{1} AR-ID: Access router identifier

Access link

{1} Link-1D: Unique link identifier
{1} TE-1D: Terminal identifier

{1} NA-ID: NAidentifier

{1} LinkConfig: configuration values of the link

Security association

{1} SessionKey: Session credential
{1} EncryptionMode: Encryption configuration

{1} Subscription-ID: NAI

{1} TE-1D: Terminal identifier used for supplicant

{1} AN-ID: Access network dentifier used for authenticator
{1} 55-1D: Subscription service identifier

Data path

1+

{1} DP-ID: Uniue identifier
{1} DPConfig: Configuration parameters of data path
{1} SessionKey: Unique session credential

{1} TF-1D: Terminal identifier

Service flow

1+

T1J ServiceFlow-ID: Unique identifier
{1} SFConfig: Configuration parameters of service flow
{1} SessionKey: Unique session credential

{1} DP-ID: Related DataPath-ID

ANC

{1} ANC-ID: Unique ANC identifier

{1} ANCredential: Authenticator credential

{14} supportedEncryptionModes: possible encryption modes

1 |{a}PreferredencryptionMode: preferred encryption mode
{1} MonitorConfig: parameter set for monitoring tasks

{1} CollectionConfig: parameter st for collection procedure

{1} MediationConfig: parameter set for mediation procedure

LinkConfig CONTEXTQUERY (Link-I1D, S_NA-ID, TE-ID)
resultMsg TEAUTHENTICATE (TE-ID, queryMsg)

void AUTHSTART (TE-ID)

NAConfig DPESTABLISH (SessionKey, TE-ID, NA-ID)
NAConfig DPRELOCATE (SessionKey, TE-ID, +NA-ID)
resultMsg DPRELEASE (SessionKey, TE-ID, NA-ID)
resultMsg SFPREPROV (SessionKey, SFSpec, PolicyRules)
resultMsg SFCHGAUTH (SessionKey, SFSpec, PolicyRules)
ServiceFlow-1D SFADDITION (DataPath-ID, SFSpec)
resultMsg SFMODIFY (ServiceFlow-ID, SFSpec)
resultMsg SFDELETE (ServiceFlow-ID)

resultMsg SSCONFIG (Session-ID, DP-ID)

StatsParms SSREQUEST (Session-ID, DP-ID)

resultMsg SSINDICATION (Session-ID, StatsParams)

NA

{1} NA-ID: Unique node of attachment identifier
{1} AN-ID: Access network identifier to which NA belongs to

{1} ANinfo: AN shortinformation

1+ |{1} ANCapabilities: AN complete capabilities

{1} BeaconPeriod: Timer value for triggering BEACONBC
{14} AllowedLinkCapabilities: allowed link configuration
{14} AllowedsecurityCapabilities: allowed security modes
{14} AllowedQosCapabilities: allowed QoS configurations
{1} PreferredLinkProfile: desired link configuration attributes
{1} PreferredSecurityProfile: desired security mode

{1} PreferredQosProfile: desired QoS mode

{1} R1Config: R1 Session configuration parameters

{1} R6Config: R6 Session configuration parameters

{1} BRfg: Bridging service definition

{0+} SFParams: Service flow configuration parameters

{1} RL monitoring usage data

{1} R6 monitoring usage data

Session statistics

{1} StatsRecord-1D: Unique identifier of accounting record
{1} SessionKey: Unique session credential

{1} DP-ID: Related data path identifier

{1} AccountingStart: TimeStamp

{1} AccountingStop: TimeStamp

{1+} StatsParams: Session statistics parameters

Subscription

TZy Subscription-1D: NAT
{1} ServiceProvider-ID: FQDN

{1} SubscriptionCredential: Subscription credential
{1} User-ID: Username

{1} ServiceProfile: Definition of provided services.
{14} IPProvider-ID:FQDN

{04} AccessPolicy: Weigthed list of AN-IDs

ANInfo BEACONBC ()

ANInfo PROBEREQ (TE-ID)

ANCapabilities ANQUERY {TECapabilities}

LinkConfig ASSOCIATE (SupportedLinkCapabilities,
SupportedSecurityCapabilities,
SupportedQosCapabilities)

LinkConfig REASSOCIATE (Link-ID, S_NA-ID)

LinkConfig CONTEXTRESPONSE (Link-1D, TE-ID)

void DISASSOCIATE ()

resultMsg NACONFIG (DP-ID, R1Config, R6Config, BRCfg)

resultMsg NARELEASE (DP-ID)

resultMsg SFCONFIG (ServiceFlow-ID, SFParams, DP-ID)

resultMsg SFRELEASE (ServiceFlow-ID)

resultMsg SSCONFIG (Session-ID, DP-ID)

resultMsg SSMONITORSTART (Session-ID, DP-ID)

StatsParams SSMONITORSTOP (Session-ID)

BH

{17 BR-1D: Unique BH identifier

R6 Session configuration parameters
R3 Session configuration parameters

SS

{17 55-1D: Unique S5 identifier
{1} sCredential: Subscription service credential

{14} supportedAuthMethods: possible authentication methods
{1} PreferredAuthMethod: preferred authentication method
{1} ServiceProvider-ID: FQDN

{1} DPSrvSpec: DataPath service definition

{1} SFSpec: Service flow parameters

{1} PolicyRules: Policing rules

{1} AccountingConfig: Accounting configuration specification

‘AuthResult ACCESSREQ (TE-1D, Subscription-ID)
Sessionkey AUTHENTICATE (SupportedAuthMethods,

PreferredAuthMethod, SubsCredential)
DPSrvSpec DPREQUEST (DP-ID, SessionKey, TE-ID)
void DPTERMINATE (DP-ID)

AR

{11 AR-ID: Unique identifier
{1} IPProvider-ID: FQDN

{14} ARI-ID: Interface identifier

{1+ R3Config: Interface configuration parameters

resultMsg ARICONFIG (DP-ID, R3Config)
resultMsg ARIRELEASE (DP-ID)
resultMsg SFCFGCONFIRM (ServiceFlow-ID, DP-ID)

{1+} BRCfg: Bridging service definition

{0+} SFParams: Service flow configuration parameters
{1}R3 monitoring usage data

{1} R6 monitoring usage data

resultMsg BHCONFIG (DP-ID, R6Config, R3Config, BRCfg)
resultMsg BHRELEASE (DP-ID)

resultMsg SFCONFIG (ServiceFlow-ID, SFParams, DP-ID)
resultMsg SFRELEASE (ServiceFlow-ID)

resultMsg SSCONFIG (Session-ID, DP-ID)

resultMsg SSMONITORSTART (Session-ID, DP-ID)
StatsParams SSMONITORSTOP (Session-ID)

TE

{1} TE-1D: Terminal identifier

{14} TECapabilities: Terminal capabilities

{14} supportedLinkCapabilities: possible link configuration

1 |1+ supportedsecurityCapabilites: possible security modes
{14} supportedQosCapabilities: possible QoS configuration

{1+) ResultCodes: association results

{1+) SupportedAuthMethods: possible authentication methods

{1+) SupportedEncryptionModes: possible encryption modes

{1} PreferredAuthMethod: preferred authentication method

{1} PreferredEncryptionMode: preferred encryption mode

Void DISASSOCIATE ()

Subscription-1D IDENTIFY (SupportedEncryptionMode

PreferredEncryptionMode, ANCredentia|

SubsCredential AUTHENTICATE (SupportedAuthMethods,
PreferredAuthMethod, SSCredential)

resultMsg SFCFGCONFIRM (ServiceFlow-ID, DP-ID)
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ANConfig

0+

SensingStatistics

{1} Sensing-1D: identifier for the sensingtask
{1} SensingConfig: configfor the sensingtask
{1+} SS_stats: spectrum sensing statistics

NMS

{1} NMS-ID: NMS identifier

{1} ANCConfig: initialization configuration for ANC

{1} NAConfig: initialization configuration for NA
{1} BHConfig: initialization configuration for BH

Access Network Control

{1} ANC-ID: Unique ANC identifier
{1} ANCConfig: initialization configuration for AN
{1} OperationStatus: enum type operation state

ANCConfig ANCInit(NMS-ID)

resultMsg ANupdate(NMS-ID)

resultMsg ANRelease()

SS_stats SensingRequest(NA-ID)

resultMsg SensingConfig(Sensing-ID, NA-ID)

Backhaul

1+

{1} BH-ID: Unique BH identifier
{1} BHConfig: configuration for BH
{1} OperationStatus: enum type operation state

BHConfig BHInit(ANC-ID)

Node of Attachment

{1} NA-ID: Unique NA identifier

{1} NAConfig: configuration for NA

{1} OperationStatus: enum type operation state
// for setup on authorized spectrum

{1} Geolocation: geo location

{1+} SensingCapability: capability parameters

NAConfig NAInit(ANC-ID)
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NetManagement

1+

1+

NMS

AlarmList

{1} Alarm-ID: unique identifier
{1} AlarmParameter: alarm parameters

{1} ProbCause: probable cause ofthe alarm

{1} Events: events caused the alarm
{1} State: state of the alarm

{1} NMS-ID: Unique NMS identifier
{1} FDMRules: policy rules for FDM
{1+} AggregationStats: aggregation statistics

resultMsg FDMConfg(FDMRules)

LinkMonitoringStatistics

Access Network Control

{1} LM-ID: unique identifier

{1} NE-ID: identifier of network entity
{1} State: state ofthe LM task

{1} NBinfo: neighbor information

{1} Eninfo: environmental information
{1} Events: events of link monitoring

{1} ANC-ID: Unique ANC identifier
{1} FDMCapability: FDM capability of ANC
{1} FDMConfig: config for FDM

AggregationStats FDMAggregation(FDMAggregationConfig)
resultMsg LinkMonitorRequest(NE-ID)

resultMsg Test Request(NE-iD)

resultMsg SelfCheck(NE-ID)

resultMsg Recovery(Alarm-ID)

TestStatistics

1+

{1} Test-ID: unique identifier
{1} TestConfig: parameter of the test
{1} Test Results: results ofthe test

FDMCapabilities

SelfCheckStatistics

{1} SC-ID: unique identifier

{1} NE-ID: identifier of network entity

{1} Hwinfo: hardware information

{1} Swinfo: software information

{1} MiBinfo: local MIB information

{1} Loginfo: system log information

{1} Cominfo: Communication information

{1} BHCapability: FDM capability for BH
{1+} NACapability: FDM capability for NA
{1+} TECapability: FDM capability for TE
{1} ARCapability: FDM capability for AR

FDMConfig

{1} BHConfig: FDM configurations for BH
{1+} NAConfig: FDM configurations for NA
{1+} TEConfig: FDM configurations for TE
{1} ARConfig: FDM configurations for AR





